
SYNTHETIC STONE, CEMENT STUCCO, 
STRUCTURAL THIN BRICK OR STONE, AND 
SIDING TO MASONRY INTERFACE  FLASHING 
INFORMATION  
 
PACC¨ System Products needed to proceed: 
PACC¨ Straight Head EDGES with Slide 'N Seal 
Endsª ; 
PACC¨ Joint Backer SA; 
PACC¨ Flash ÔN Weep¨ concealed flashing Size 50.   
Other products needed to proceed: 
Either Polyguard 650LT Liquid Adhesive or Polyguard  
Shur-Tac Liquid Adhesive, refer to Product Attachment 
and read the product installation instructions before 
proceeding.  
 
Preparation:  Prepare the surfaces where the PACC¨ 
Straight Head EDGES with Slide 'N Seal Endsª will be 
placed so they will be free from irregularities that will 
interfere with a flat interface. 

Prepare the surfaces where the PACC¨ Flash ÔN Weep¨ 
concealed flashing will be placed so they will be clean, 
dry, and free from irregularities that would interfere with 
a flat interface with the flashing. 

Product Attachment: Except for the surfaces of the 
PACC¨ Straight Head EDGES with Slide 'N Seal 
Endsª , apply a liquid adhesive, at a rate of 250-300 sq. 
ft. per gallon, to the prepared surfaces. Use a liquid 
adhesive that is compatible with the substrate i.e. solvent 
based Polyguard 650LT for substrates that are compatible 
with solvent based material and water based Polyguard 
Shur-Tac for substrates that are not compatible with 
solvent based materials.  After the liquid adhesive dries, 
test for adhesion to the substrates.  If the PACC¨ Flash 
ÔN Weep¨ can be separated from the substrate without 
deforming, then reapply another coat of liquid adhesive.  
Dens Glass will require a minimum of two coats.  

 

 

 

 

 

 

 

 

 

 

 

 

Isometric View  

 

Section View  

1. Connect PACC¨ Straight Head EDGES with Slide 
'N Seal Endsª to equal the length of the masonry 
sill. 

2. Install PACC¨ Joint Backer SA onto the underside 
of the PACC¨ Straight Head EDGE with the forward 
edge positioned to create a minimum 1/8-inch sealant 
depth.  

3. Install the PACC¨ Straight Head EDGES along and 
touching the masonry sill.  Use fasteners suitable for 
the substrate. 



 
 
4. Install PACC¨ Flash ÔN Weep¨ concealed flashing 

onto the prepared backing wall and top sloped 
surface of the PACC¨ Straight Head EDGE. 

 

 
5. Install the exterior finish per the product 

manufacturersÕ installation information. 

 
6. Trim the cell extensions flush with the face of the 

exterior finish. 
7. Caulk the space between the underside of the 

PACC¨ Straight Head EDGE and the masonry sill 
omitting the area occupied by the face of the cell 
extensions. 
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