
PARAPET WALL  FLASHING INFORMATION  
 
PACC® System Products needed to proceed: 
Apron Counter Flashing with Slide 'N Seal Ends™ (ACF); 
PACC® Flash ‘N Weep®, concealed flashing ( FNW). 
Other products needed to proceed: 
Either Polyguard 650LT Liquid Adhesive or Polyguard  
Shur-Tac Liquid Adhesive refer to Product Attachment; 
Polyguard Aluma-Flash; 
Polyguard Detailing Sealant.  
Read the installation instructions for the listed products to 
get familiar with their installation information.  
 
Preparation:  
NOTE: The construction of a double wythe masonry 
structure, as per the top of wall illustrated, must be 
engineered per the specific application.  The information 
contained herein is not specific to structural stability, it is 
only specific to concealed and metal flashing. 
Prepare the support ledge where the ACF will be placed 
so that it will have a positive pitch away from the backing 
wall and will be free from irregularities that would 
interfere with a flat interface between materials.  
Prepare the surfaces where the FNW will be placed so 
that they will be clean, dry, and free from irregularities 
that would interfere with a flat interface with the flashing 
side of the FNW and with the ACF. 
 
Product Attachment:  
When joining ACF sections together, wipe the underside 
of the joining section end where it will interface with the 
seal tape.  Use a clean rag with a 15% solution of 
Isopropyl Alcohol and water. (A 4 oz. spray bottle, with 
the 15% solution, is included with every bundle of 25 
Apron Counter Flashing sections.)   
Except for the surface of the ACF, apply a liquid 
adhesive, at a rate of 250-300 sq. ft. per gallon, to the 
prepared surfaces. Use a liquid adhesive that is 
compatible with the substrate i.e. solvent based Polyguard 
650LT for substrates that are compatible with solvent 
based material and water based Polyguard Shur-Tac for 
substrates that are not compatible with solvent based 
materials.  After the liquid adhesive dries, test for 
adhesion to the substrates.  If the FNW can be separated 
from the substrate without deforming, then reapply 
another coat of liquid adhesive.  Dens Glass will require a 
minimum of two coats.  
 
 
 
 
 
 
 
 
 

Installation:  

 
1. Build the outer wythe to the top of the wall and the 

inner wythe to within 8-inches of the top of the wall. 
2. Prepare the surfaces on the back and top side of the 

outer wall and top surface of the inner wall. 
3. Install the ACF. 
4. Install the FNW sections. 
 

 
5. Install the Aluma-Flash from 5/8-inch from the outer 

edge of the outer wythe to draped 2-inches onto the 
face of the FNW. 

6. Apply Polyguard Detailing Sealant along the lapped 
end seams of the Aluma-Flash and along the outer 
wythe edge. 



 

 
7. Complete construction of the inner masonry wythe. 
8. Dowel and mortar a pre-cast or limestone cap to the 

outer and inner wythes per the engineering 
specification. 
Install and fasten a metal cap to the top of the wall 
per the engineering specification. 

9. Install the PACC® Roof to Counter Flashing to cover 
an area from i.e. 2 to 6-inches below the termination 
strip to the underside of the ACF.  Refer to the 
construction documents for the specifics of the 
overlap. 
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